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NATIONllL ADVISdRY  COMMITTEE  FOR AERONAUTICS - 

TRANSONIC DRAG CHllRACTERISTICS QF A WING-BODY GCklBINATION 

USING A THIN TUFJED WING OF 4S0 SWEEPBACK 

Ey M a x  C . Kurbjun and Stanley  Faber 

A wing-bcdy combination, which has been tes ted  the  f ree-fal l  

measured from the 50-percent-chord line of 0.2 t a p e r   r a t i o   ( r a t i o  of 
chord a t  t i p  t o  chord a t  the wing-body juncture), an aspec t   ra t io  
of 3.75, and an NACA 65-003 a i r f o i l   s e c t i o n  i n  the  direction  perpendic- 
ular t o   t h e  SO-percent-chord line. The wing was chosen i n  order t o  
investigate the poss ib i l i t i e s  of using a very thin wfng t o  improve the  
zero- l i f t  drag of a wing-body combination  while using a high  taper   ra t io  
t o  provide  the wing with adequate strength and r ig id i ty .  The test 
covered a Mach number range of M = 0.80 t o  M = 1.18. 

c method, consisted of a fineness-ratio-12 body with a T so sweptback wing 

An abrupt  drag rise af the  complete  configuration began a t  M = 0.88 
and the  total   drag  coefficient  (based on wing plan  area)  rose t o  a value 
of 0.022 a t  a Mach  number of 1.01, Above pi =-1.01 t h e   t o t a l  and compo- 
nent  drag  coefficients remained effectively  constant,  the component drags 
being  the  following  approximate  percentages of the  total drag: Wing, 
30 percent; body, 50 percent; and tail, 20 percent. The drag coeff ic ient  
of the wing above a Mach number..of unity w a s  approfimately 70 percent 
greater-than drag coeff ic ients  which existed p r i o r   t o  the drag  r ise.  A 
comparison of the  drag  coefficients of the  body-tail  c'mbination w i t h  
those from a previous test of a model without wings indicates   that   wi thin 
the  accuracy of measurement the magnitude of the  body-tail  drag in the 
test  range of supersonic Mach numbers was not  appreciably  affected by the 
presence of the  wing. 

INTRODUCTION 

The Flight Research  Division of the L a n g l e y  Aeronautical  Laboratory 
is conducting an investigation of the zero-lift .drag of a series of wing- 
body combinations by the  f ree-fal l  method. For all configurations so far 
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investigated  either  reduction of wing t h i c h e s s   r a t i o  o r  increase  in  the  
sweepback angle produced large  reductions in the wing and to t a l   d rags   a t  
supersonic  speeds and delved  the  occurrence of the  drag  r ise  to  higher 
Mach numbers. (See reference 1.) The results presented in   references 1 
and 2, however, indicate  that  increasing  the  taper of sweptback wings 
holding a constant  section  thickness  ratio and angle of sweep increased 
the  drag of these  configurations a t  low supersonic  speeds and caused a 
slight  decrease in  the Mach  number a t  which the  drag rise occurred. 
Although the  use of taper  gives tM.s apparent  detrimental  effect on the 
z e r o - l i f t  drag  for  a given  section  thickness  ratio,  the use of taper 
enables a reduction in the  section  thickness  ratio  without  sacrificing 
the  strength or r i g i d i t y  of the wing structure. On the basis of t h i s  
consideration, it appears  that   the  over-all   results af reduction of  wing 
thickness  ratio through  use of a high  taper may be beneficial  from the 
standpoint  of.  zero-lift  drag. Accordingly, tests are being conducted t o  
investigate the ef fec ts  of variation8 i n  these wing geometric  parameters 
where s t ruc tu ra l  effects such as  bending s t i f fnes s  and stress are 
considered. 

. . .  - 

Results are presented  herein of a t e s t  of a wing-body combination 
where the wing external geometry did  incorporate  high  taper and extremely 
low section  thickness  ratio. These results are  presented  as  curves 
showlng the variations of d r a g  coefficient with Mach number fo r   t he  test 
model and each of i t s  components. T h e  Mach  number range  covered by t he  
test was fran 0.80 t o  1.18. The Reynolds number range  covered by the 
t e s t  was from 2.0 x 106 . to  7.9 x 106 per  foot of length. 

APPARATUS AND METHOD 

Test configuration.- The gener-al  arrangement of the wing-body 
configuration  tested is shown i n  f igure 1 and its de ta i l s  and dimensions 
given i n   f i g u r e  2. The body and . t a i1  of the wing-body combination were 
ident ical   to   those of the models described i n  references 1 and 3, these 
models differ ing o n l y  i n  wing geometry. The wing  of the test model was 
located on the body s o  that the  intersect ion of the SO-percent-chord 
l i n e  with  the body surface was apprm-tely 15 inches t o  the  rear of 
the  maximum body diameter. The wing had a taper   ra t io  of 0.2, an 
aspect   ra t io  of 3.75, and a midchord sweepback of 450. The coordinates 
of t h e   a i r f o i l  were interpolated from the NACA 65-series 80 as t o  give 
approximately a 65-003 a i r fo i l   sec t ion   In  a direction  perpendicular 
t o   t h e  SO-percent-chord line. The wing and tail surfaces were mounted 
on separate force-measuring  balances  within  the model  and entered  the 
body through  rectangular  slot+  slightly  wider  than  the maximum thickness 
of: t he   a i r fo i l s .  To prevent  leakage, wood blocks were attached to   t he  
wing roots and contoured t o  t h e  body. Small clearances were provided 
so that t h e  filler blocks  did  not rub on the w a l l s  of the  s lot .  
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fleasurements.-  Measurements of the  desired  quantities  were  accom- 
plished  as  previous  free-fall  tests  (references 1 and 3 )  through use 
of  the NACA radio-telemetering  system  and  radar  and  phototheodolite 
equipment.  The  following  quantities  were  recorded at two  ground  stations 
by the  telemetering  system: 

1. The  chordwise  force  exerted by the wings on the body measured 
by a spring  balance.  Range 0 ,to 180 pounds. 

2. The  chordwise  force  exerted  by  the  tail  on  the  tailboom  as 
measured by a spring balance.  Range 0 to 120 pounds. 

4. "he total, static,  and  impact  pressures  at  the  airspeed  head a5 
measured  by  aneroid  cells.  Ranges as f o l l m s :  0 t o  5400 pounds  per 
square  foot, 0 t o  2150 pounds per-square f o o t ,  and 0 to 2800 pounds per 
square  foot,  respectively. 

A device  was  incorporated  into  the  acceleration-measuring  equipment 
which  accurately  switched a higher  range  accelerometer i n t o  t h e  telemeter 
transmitting  system  whenever  the mum range p o i n t  of  the  preceding 
accelerometer was attained. As the  magnitude  of  the  acceleration  of  the 
switch  points was accurately known and as these  switch  points  could  be 
detected on the  telemeter  records,  two  acceleration  points  were  deter- 
mined  during  the  test by a method  independent  of  the  telemetering 
system  and,  therefore,  enabled a check on the  accuracy of the telemetered 
accelerations.  The known acceleration points checked  the  corresponding 
telemetered  accelerations  within  0.002g. 

A survey  of  atmospheric  conditions  at  the  time of the  test was 
obtained from synchronized  records of static  pressure,  temperature,  and 
gemetr-ic  altitude during the  descent of the  airplane from which  the 
configuration  was  dropped.  The  direction and velocity of the  horizontal 
component of the  wind  were  determined from radar  and  phototheodolite 
tracking  records of the  ascent of a free balloon immediately after  the 
test. 

Reduction of data.- The velocity  variation of the  model  with  respect 
to  the  ground,  hereinafter  referred  to as ground  velocity, was obtained 
by a step-by-step  integration of the  vector sums of gravitational  accel- 
eration  and  the  directed  retardation as measured by the  accelerometer. 
True  airspeed  was  obtained by vector  summation of ground  velocity  and 
horizontal  wind  velocity at appropriate  altitudes and w a s  converted  to 
Hach  number  through  use of the  atmospheric  temperature  data. 
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The  telemetered  static,  total,  and  impact  pressures  were  also 
measured and the  Mach  numbers obtabed from  these  pressure  measurements 
checked  the  Mach  numbers  obtained  through  use  of  the radar and  atmos- 
.pheric  temperature  data  to  within  the  accuracy of the  pressure  measure- 
ments.  Since  the  prfmary  purpose of the  pressure  measurements is to 
provide an alternatemeans of  obtaining  Mach  number,  which fs not  needed 
in this case,  telemetered  pressure  measurements are not  presented  herein. 

The  force  measurements for the  complete  configuration  and  each  com- 
punent  were  reduced  to  the  form  of  drag  per unit frontal area as a 
fraction of static  pressure  and  drag  coefficient by the  method  outlined 
in  references 1 and 3.  The  total  drag  coefficient CD used in this 
test is based on the w i n g  plan area, the wing  drag  coefficient 
based  on  the  exposed  wing plan area and the  body and tail  &ag  coeffi- 
cient C% is based on the body frontal  area. 

GS, Is 

Precision of measurements.-  The  Mach  number  variation  as  computed 
from  the  accelerometer,  wind,  and  temperature  data is considered  to  be 
accurate  to kO.01. Considerable  evidence  has  been  obtained  which indi- 
cates  that the  possible  inaccuracy Fn the  telemetered  quantities is the 
order of +1 percent  of  the full range  of  the particular instrument 
involved,  The  accuracy  with  which  thO  drag  parameters  were  determined 
varied  through  the.fal1  due  to  the  possible  inaccuracy in the  telemetered 
quantities and in the  case of drag  coefficients  the  accuracy  was a l s o  
affected by the  Mach  number.  The  estimated maximum inaccuracy  of the 
drag  parameters  at  several  Mach  numbers is presented  in  table I. 

RESULTS AND DISCUSSION 

The  results of this test  are  presented in figures 3 to 5 as CUI'Y~G 
showing  the  variations  with  Mach  number of the parameter DIFp and the 
drag  coefficients  for  the  complete  configuration  and  each  component. 
The  Mach  number  range  covered by the  test  was from 0.80 to 1.18. The 
Reynolds  number. raqe covered by the  test was -from 2.0 X 106 to 
7.9 x 106 per  foot of length. 

Complete  configuration.- Figure 3 presents  the  variation  with  Mach 
number of the  parameter D/Fp and  the  drag  coefficient  for  the  comple t c  
configuration.  The  total  drag  coefficient  (based on wing plan area) 1'088 
from a value  of  about 0.012 at a Mach  number of 0.88 to  a.  value  of  about 
0.022. at a Mach  number of 1.01 where  the drag rise  .was  completed.  The 
total drag coefficient  remained  effectively  constant  at  higher  Mach 
numbers. Figure 3 . a l s o  shows the  distribution of the  total  drag  between 
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c'mponents of the model. Above  Mach  number 1.01, the component drag 
coeff ic ients  remained effectively  constant and the  divis ion of the 
to t a l   d rag  among the component drags was in about  the  following  per- 
centages: Wings, 30 percent; body, 50 percent; and tail, 20 percent. 

Fling.- The variation  with Mach  number  of  E/Fp and CQ (based 
on exposed wing plan qea) f o r   t h e  wing of the  test model is presented 
in  f igure  4. The drag of the  w i n g  begins an abrupt rise a t  a Mach 
number of 0.95 from a drag coeff ic ient  of 0.005 t o  a drag  coefficient 
of 0.0085 a t  a Mach  number  of 1.0. Above Mach-number 1.0, the  drag 
coefficient remains nearly constant a t  a value of 0.0085. The drag 
coeff ic ient  of the test wing a t  supersonic  speeds is only about 70 per- 
cent greater than the  drag  coefficient at  subcritical  speeds. The drag 
r i s e  i s  re la t ive ly  small due both t o  the Sweepback and the use of a 
very  thin w i n g  section. 

Body-tail combination.- The var ia t ion w i t h  Mach  number of drag 
coeff ic ient  of t h e   b d y - t a i l  combination of the test  model and of a 
body-tail  combination,  identical  with  that of the model, but which was 
tested  without wings (reference 3) is shown in figure 5. In addition, 
the tail drag  coefficients  (based on body f ronta l   a rea)  of the two 
models are  presented. 

The drag  coefficient  (based on  bo@ frontal   area)  of the body- 
t a i l  combination of the  test model began t o   r i s e  frm a value of 0.135 
at  a Mach number  of 0.9. As can  be  seen from figure 5,- t h i s   i n i t i a l  
drag rise r e s u l t e d   f r m - t h e   d r a g   r i s e  of t h e   t a i l .  The drag rise of 
the  body-tail  cambination was completed at a Mach  number of about 1.01, 
and above t h i s  Mach number, the  drag  coefficient of the  body-tail combi- 
nation remained nearly  constant a t  a value of 0.255. A comparison of 
these  results  with  the results of a similar body-tail  combination  without 
wings that w a s  tested  previously  indicates  that  within  the  accuracy of 
the test the  drag  coefficient w a s  not  affected  appreciably by the  presence 
of the wing. 

Conponent e f f ec t s  on t o t a l  drag.- Comparing the  var ia t ion of t o t a l  
drag  coefficient  (fig. 3 )  with  the  cmpdnent  variations  (figs. 4 and 5 )  
it is  seen  that   the initial drag rise, which occurred a t  a Piach number 
of 0.90, was due primarily t o  the  drag rise of the - t a i l  (fig. 5 ) .  Above 
M = 0.95, t h e  drag p f  the w i n g  ( f ig .  4) increased  abruptly and this com- 
bined  with  the  abrupt  increase  in  drag of the  body-tail  combination a t  a 
slightly  higher Mach number served to steepen.the drag rise of the corn- 
plete  configuration up t o  M = 1.01. Above a Mach number of 1.01, the 
drag  coefficzents of all the components had l i t t l e  var ia t ion and thus 
the   to ta l   d rag   coef f ic ien t  remained nearly  constant i n  t h i s  Mach number 
range. . 

. .  
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Measurements have been made of the  transonic  drag  characteristics 
a t  zero lift of a configuration  consisting of a fineness-ratio-12 body 
with a bSo sweptback w i n g  measured f rm the SO-percent-chord l ine having 
a 0.2 taper   ra t io ,  a 3.75 aspect  ratio, and an NACA 65-003 a i r f o i l  
section  perpendicular  to  the SO-percent-chord line. 

Results of the test show that the  drag rise for the complete con- 
f igurat ion began at M = 0.88. The drag  coefficient  rose from a value 
of 0.012 (based on wing plan  area)   to  a value of 0,022 at M = 1.01. 
Above a Mach  number  of 1.01, the t o t a l  and cmponent  drag  coefficients 
remained effectively  constant,  the component drags being the  following 
a p p r o m t e  percentages of the t o t a l  drag: Wing, 30 percent; bcdy, 50 per- 
cent; and t a i l ,  20 percent. The drag of t h e   t e s t  wing began an abrupt 
rise a t  a Mach  number of 0.95 and rose from a drag coefficient (based on 
exposed plan area) of 0.005 t o  a value of 0.0085 a t  a Mach number of 
unity. The drag  r ise  was relati.vely small due t o  sweepback and the  use 
of a very t h i n  wing section. 

A comparison of the  drag  results of the  body-tail  combination with 
those from a previous test  of a model without wings indicates that 
within t h e  accuracy of measurement the  magnitude of the  drag of the  
body-tail  combination and the  t a i l  drag in  the test  range of supersonic 
Mach numbers  was not  appreciably  affected by the  presence of the wing. 
Langlef Aeronautical  Laboratory 

National Advisom Cannnittee f o r  Aeronautics 
Langley Air Force Base, Va. 

" 
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TABLE I 
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ESTIMATED MAXI" UNCEFLTAINTIES OF THE DRAG 

PARAMETERS AT SE7lESAL MACH NUMBERS 

rPercent values are errors in percent of measured values4 
L 

Parameter 

D/Fp total 

D / Q  wings 

% (wins) w 

\ (body and tail) 

CD (total) 

M =I 0.90 

k 0.004 
3.4 percent 

f 0.017 
12.3 percent 

+O. 0008 
4.8 percent 

+O. 024 
17.5 percent 

5.7 percent 
f 0.0010 

M = 1.00 

*0.005 3.. 8 percent 
f 0.015 

5.6 percent 

io .  0006 
7.8 percent 

50.016 
6.3 percent 

+-0.0012 
3.9 percent 

. . .. 

M = 1.17 

0.004 
1.1 percent 

+O.Olo 
2.5 percent 

fO. 0004 
5.2 percent 

fO. 010 
4.0 percent 

io. 0009.4 
2 . 9 percent 
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Figure 2.-  Details ana djmensions of the wing-body configuration tested. 
A l l  dimemions except wing coordinahs are i n  inches. Wing eection 
coordinates are i n  percent chord and are  measured pergenaicular to 
the w-percent-chord line. 
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Figure 3. -  Variation with Mach n&er of drag coefficient and D Fp 
for the t e s t  configuration. 

/ 



NBCA RM LsOR22 13 

. 

Figure 4.- Variation w i t h  Mach n&er of wing drag coefficient  and D Fp 
for the t e s t  configuration. 

/ - 
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Figure 5.- Comparison with previous reaults Qf variation of the drag 
coefficients  with Mach nuuiber for the body-tail combination and 
the tail of the test configuration.  Both models had the same 
body-tail arrangement. 
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